Crossbar Supports

"FLANGED"

<./ CROSSBAR

NOTE: Ridg-U-Rak's
Flanged style Cross
Bars do not fit beams
that have a top width
of 1.75".

1" FLANGED TOPHAT 2" FLANGED TOPHAT
CROSSBAR CROSSBAR
Shelf Depth Capacity
(in.) Part Number Capacity Part Number (per CB)
24" CBF-L-1-024.00 13-0 2,090 |CBF-S-2-024.00 13-0 2,990
30" CBF-L-1-030.00 13-0 1,590 |CBF-S-2-030.00 13-0 2,280
36" CBF-L-1-036.00  13-0 1,280 |CBF-S-2-036.00  13-0 1,840
42" CBF-L-1-042.00  13-0 1,080 |CBF-S-2-042.00 13-0 1,540
44" CBF-L-1-044.00  13-0 1,020 |CBF-S-2-044.00 13-0 1,460
48" CBF-L-1-048.00  13-0 930 CBF-S-2-048.00  13-0 1,320
60" CBF-L-1-060.00 13-0 720 CBF-S-2-060.00 13-0 1,040
Standard finish is Electro-Galvanized
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1" STRAIGHT TOPHAT 2" STRAIGHT TOPHAT
CROSSBAR CROSSBAR
Shelf Depth Capacity
(in.) Part Number Capacity Part Number (per CB)
24" CBN-L-1-024.00  13-0 2,090 [CBN-S-2-024.00 13-0 2,990
30" CBN-L-1-030.00  13-0 1,590 |CBN-S-2-030.00 13-0 2,280
36" CBN-L-1-036.00  13-0 1,280 |CBN-S-2-036.00  13-0 1,840
42" CBN-L-1-042.00  13-0 1,080 |CBN-S-2-042.00 13-0 1,540
44" CBN-L-1-044.00  13-0 1,020 |CBN-S-2-044.00 13-0 1,460
48" CBN-L-1-048.00  13-0 930 CBN-S-2-048.00  13-0 1,320
60" CBN-L-1-060.00  13-0 720 CBN-S-2-060.00 13-0 1,040

Standard finish is Electro-Galvanized

Requires 2 each 1/4 x 3/4" tek screws w/ each crossbar




“"TABBED"
<., CROSSBAR

LOCK-IN TABBED CROSSBAR

1" TABBED STD. TOPHAT

2" TABBED STD. TOPHAT

CROSSBAR CROSSBAR

Shelf Depth Capacity
(in.) Part Number Capacity Part Number (per CB)
24" CBU-L-1-024.00  13-0 2,090 |CBU-S-2-024.00 13-0 2,990
30" CBU-L-1-030.00  13-0 1,590 |CBU-S-2-030.00 13-0 2,280
36" CBU-L-1-036.00  13-0 1,280 |CBU-S-2-036.00  13-0 1,840
42" CBU-L-1-042.00  13-0 1,080 |CBU-S-2-042.00 13-0 1,540
44" CBU-L-1-044.00  13-0 1,020 |CBU-S-2-044.00 13-0 1,460
48" CBU-L-1-048.00  13-0 930 CBU-S-2-048.00  13-0 1,320
60" CBU-L-1-060.00  13-0 720 CBU-S-2-060.00 13-0 1,040

Standard finish is Electro-Galvanized

NOTE - Requires beam step to be punched to accept the cross bar tab. See Beam
Step Punching Pattern.




Low Profile Crossbars
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LOW PROFILE DROP-IN

Frame Depth CROSSBAR
(in.) Part Number Capacity
24" CBW-L-2-024.00 13-0 820
30" CBW-L-2-030.00 13-0 630
36" CBW-L-2-036.00 13-0 510
42" CBW-L-2-042.00 13-0 430
44" CBW-L-2-044.00 13-0 400
48" CBW-L-2-048.00 13-0 370
60" CBW-L-2-060.00 13-0 280

Standard Finish is Electro-Galvanized

NOTE - Requires beam step to be punched to accept the
cross bar tabs. See Beam Step Punching Pattern.
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LOW PROFILE STRAIGHT
Frame Depth TOPHAT CROSSBAR
(in.) Part Number Capacity
24" CBL-L-2-024.00 13-0 1,190
30" CBL-L-2-030.00 13-0 900
36" CBL-L-2-036.00 13-0 730
42" CBL-L-2-042.00 13-0 610
44" CBL-L-2-044.00 13-0 580
48" CBL-L-2-048.00 13-0 530
60" CBL-L-2-060.00 13-0 410

Standard Finish is Electro-Galvanized

Requires 2 each 1/4 x 3/4" tek screws w/ each crossbar




